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COMPOSITE CEMENT RETAINER 

TECHNICAL DATA 
 

PRODUCT # 
 

Mechanical=M 
Wireline=W 

CASING TOOL 

OD ID MAX. ID MIN. Weight OD 

Inches/ 
mm 

Inches/ 
mm 

Inches/  
mm 

Lb/Ft/ 
Kg/m 

Inches/ 
mm 

*23CCRA-W 2-3/8 
60.33 

2.074 
52.68 

1.780 
45.21 

4 – 5.8 
5.95 – 8.63 

1.75 
44.45 

*27CCRA-W 2-7/8 
73.03 

2.441 
62.00 

2.347 
59.61 

6.4 – 7.8 
9.52 – 11.61 

2.23 
56.64 

*35CCRA-W 3-1/2 
88.90 

3.258 
82.75 

2.867 
72.82 

5.75 – 10.3 
8.56 – 15.33 

2.76 
70.10 

43CCR-M/W 4-1/2 
114.30 

4.090 
103.89 

3.820    
97.03 

9.5 – 15.1 
14.14 – 22.47 

3.61 
91.69 

44CCR-M/W 5        
127.00 

4.560 
115.82 

4.276 
108.61 

11.5 -18 
17.11 – 26.79 

3.93 
99.82 

45CCR-M/W 5-1/2 
139.70 

5.044 
128.12 

4.670 
118.62 

13 – 23 
19.35 – 34.23 

4.31 
109.47 

60CCR-M/W 6.0 
152.40 

5.352 
135.94 

5.240 
133.10 

20 – 22.8 
29.70 – 33.93 

5.115 
129.92 

46CCR-M/W 6-5/8 
168.28 

6.130 
155.70 

5.580 
141.73 

17 – 34.5 
25.30 – 51.34 

5.38 
136.65 

 

   DESCRIPTION 
The WYOMING COMPLETION TECHNOLOGIES Composite 
Cement Retainer provides a cost-effective alternative as a 
dependable tubing or wireline set drillable retainer.  The 
composite material allows for quicker drill times, less drill bit 
wear, and less formation damage.  One-piece heat-treated slips 
provide secure setting.                                                                                               

  FEATURES/BENEFITS 
 Composite cones, guide, and unique non-metal back-up rings 
 Simple surface control valve 
 Allows pressure testing before squeeze 
 Reliable sliding valve automatically closes when the stinger is 

removed, locking in the squeeze pressure 
 Valve protects sensitive zones in low fluid wells 
 Simple conversion to bridge plug 
 Mechanical or wireline set 
 Easily drilled 

 

Composite 
Cones 

Composite 
Guide 

Non-metallic 
backup rings 

SIZES 2-3/8” – 6-5/8” 

*- Uses a spring-loaded poppet valve. All other cement retainers listed   
    are equipped with sliding valves 


