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COMPOSITE CEMENT RETAINER 

TECHNICAL DATA 
 

PRODUCT # 
 

Available as 
Mechanical 

or Wireline Set 

CASING TOOL 

OD ID MAX. ID MIN. Weight OD 

Inches 
mm 

Inches  
mm 

Inches  
mm 

Lb/Ft 
Kg/m 

Inches 
mm 

47CCR 7     
177.80 

6.530 
165.86 

6.000 
152.40 

17 – 35 
25.30 – 52.09 

5.69 
144.53 

47CCR- 6.0 7-3/4     
196.85 

6.560 
166.62 

6.250 
158.75 

46.1 – 52.5 
68.60 – 78.13 

6.00 
152.40 

48CCR 7-5/8 
193.68 

7.250 
184.15 

6.620 
168.15 

20 – 39 
29.76 – 58.04 

6.31 
160.27 

49CCR 8-5/8 
219.08 

8.090 
205.49 

7.430 
188.72 

24 – 52 
35.7 – 77.38 

7.12 
180.85 

51CCR 9-5/8 
244.48 

9.060 
230.12 

8.370 
212.60 

29.3 – 61.1 
43.6 – 90.93 

8.12 
206.25 

53CCR 10-3/4 
273.05 

10.192 
258.88 

9.660 
245.36 

32.7 – 60.7 
48.66 – 90.33 

9.44 
239.78 

54CCR 11-3/4 
298.45  

11.150 
283.21 

10.772 
273.61 

38 – 60 
56.55 – 89.29 

10.43 
264.92 

55CCR 13-3/8 
339.73 

12.715 
322.96 

12.191 
309.65 

48 – 72 
71.43 – 107.15 

12.00 
304.80 

 
 

 
  DESCRIPTION 

The WYOMING COMPLETION TECHNOLOGIES Composite 
Cement Retainer provides a cost-effective alternative as a 
dependable tubing or wireline set drillable retainer.  The 
composite material allows for quicker drill times, less drill bit 
wear, and less formation damage.  One-piece heat-treated slips 
provide secure setting.                                                                                               

  FEATURES/BENEFITS 
 Composite cones, guide, and unique non-metal back-up rings 
 Simple surface control valve 
 Allows pressure testing before squeeze 
 Reliable sliding valve automatically closes when the stinger is 

removed, locking in the squeeze pressure 
 Valve protects sensitive zones in low fluid wells 
 Simple conversion to bridge plug 
 Mechanical or wireline set 

Composite 
Cones 

Composite 
Guide 

Non-metallic 
backup rings 

SIZES 7” – 13-3/8” 


