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Stinger Assembly  

 
 

 

 

 

 TECHNICAL DATA                                                                                         

SSA-STINGERS 

TOOL CASING 

O.D. 
(INCHES) 

TOOL 

SIZE 

 

TOOL 

O.D. 
(INCHES) 

THREAD 

23CRST 2-3/8" 2-3/8" 1.660 
1.315" NU 

10 RND 

27CRST 
2-7/8” 2-7/8" 2.220 1-1/4” NU 

10 RND 3-1/2” 2.220 

23SSA-43 4-1/2” 
2-3/8” 

3.75 
2-3/8 EU 
8 RND 

23SSA-44 5” 4.12 

23SSA-45 5-1/2” 4.50 

27SSA-45 5-1/2" 

2-7/8” 

4.50 

2-7/8 EU 
8 RND 

27SSA-47 7” 5.25 

27SSA-48 7-5/8” 5.90 

27SSA-49 8-5/8” 7.08 

27SSA-51 9-5/8” 8.12 

27SSA-53 10-3/4” 9.38 

27SSA-54 11-3/4” 10.38 

27SSA-55 13-3/8” 11.93 

 

JSA-STINGERS 
TOOL CASING 

O.D. 
(INCHES) 

TOOL 

SIZE 

 

TOOL 

O.D. 
(INCHES) 

THREAD 

23JSA-43 4-1/2” 
2-3/8” 

3.75 
2-3/8 EU 
8 RND 

23JSA-44 5” 4.12 

23JSA-45 5-1/2” 4.50 

27JSA-47 7” 

2-7/8” 

5.25 

2-7/8 EU 
8 RND 

27JSA-48 7-5/8” 5.90 

27JSA-49 8-5/8” 7.08 

27JSA-51 9-5/8” 8.12 

27JSA-53 10-3/4” 9.38 

27JSA-54 11-3/4” 10.38 

27JSA-55 13-3/8” 11.93 

 

   DESCRIPTION                                                                   

 The WYOMING COMPLETION TECHNOLOGIES Stinger  
 Assembly is available as a standard Snap-out Seal Assembly (SSA) or a J-type Snap-out Seal 
 Assembly (JSA).  The stinger assembly is a tubing conveyed, latching seal assembly of the 
 highest quality that is used to operate the sliding valve in a cement retainer.    

  FEATURES/BENEFITS                                                                                    

• Gives positive indication of stinger location 

• Permits high pressure tubing tests 

• Deters seals from pumping out of the retainer 

• Multiple safety release by rotation or snap-out 
 


